
Trust the only, the patented original… 

Settings  
for the FasenMaster® digital watch with PRESET - function  

Setting of the digital watch with PRESET-function on FasenMaster® measuring machine 

    
1. green button ON / OFF switch to ON 

2. 1x PRESET push and hold a while 

3. in the display appears „+0000.00mm(+ a flashing P)“ 

4. PRESET push and hold 

5. „+“ is flashing (ones again pushing shortly PRESET, change value, maybe to  „-“) 

6. PRESET push and hold, until next position (0) is flashing  

7. to set a PRESET-value, proceed as follows: PRESET push and hold = next position - 
PRESET pushing shortly = change value 

8. at FasenMaster® measuring machines turn the red ring to 45° position and set PRESET 
value = 0,09 mm 

9. fit the Eichmeister (adjustmentmaster) like in instruction manual shown sideways to the 
measuring sensor of the FasenMaster®and push 2x PRESET and the programmed value, 
(maybe at 45° = 0,09mm) is shown at the display 

10. the FasenMaster® measuring machine is now calibrated and ready for measuring 

Notice ! 

Please check regularly the presetting of the FasenMaster®-measuring machine with help 
from the „Eichmeister“ - adjustmentmaster. It is engraved with: „Prüfmaß 45° = 
0,09mm“ ( Checksize 45° = 0,09mm ). If the difference is more than 0,02mm, you have to 
adjust the FasenMaster®-measuring machine new, as described in the instruction manual. 


